
INSTRUCTIONS  

LOW PROFILE RECEIVER   PTF-LP  &  PSF-LP 

877.962.0205  I Toll Free                                                                                                           www.bulldogtools.com 

Instructions:  

 (4) M8x8 stainless steel set screws to be torqued to 13 Nm and apply with Loctite 242. 

 

 The (4) M8x8 stainless steel set screws must be set and torqued below the root 

diameter of the external M36 thread.  

 

 When torqued and Loctited, ensure the set screws clear the M36 thread prior to 

assembly.  

 

 When clamping the M36 thread and fully tightening, the M36 thread should not at 

any point contact the (4) M8x8 stainless steel set screws as this will damage the 

M36 adapter. 

 

 The (4) M8x8 stainless steel set screws must be engaged a minimum of 6 mm 

in each of the four M8 threaded channels of the PTF-LP and PSF-LP for safe 

performance.  (Use longer M8 set screws when maxing out alignment.) 

LOW PROFILE SOCKET or FOOT ADAPTER with M36 THREAD APPLICATIONS: 

 WILL SAVE THE BUILD HEIGHT OF ANY PYRAMID KNEE OR FOOT OVER THE USE OF A 

STANDARD M36 FEMALE ADAPTER 

 CONVERT ANY PYRAMID KNEE INTO A KNEE DIS-ARTICULATION APPLICATION  

 CONVERT ANY LOW PROFILE PYRAMID FOOT INTO A SYMES APPLICATION 

http://www.bulldogtools.com/prosthetic/


INSTRUCCIONES 
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Instrucciones: 

 (4) Tornillos de fijación de acero inoxidable M8x8 para ser atornillados a 13 Nm y 

aplicar con Loctite 242. 
 

 Los tornillos de fijación de acero inoxidable M8x8 (4) se deben ajustar y apretar 

por debajo del diámetro de la raíz de la rosca exterior M36. 
 

 Cuando esté atornillado y Loctited, asegúrese de que los tornillos de fijación des-

pejan el hilo M36 antes del montaje. 
 

 Al sujetar el hilo M36 y apretarlo completamente, el hilo M36 no debe en ningún 

momento ponerse en contacto con los tornillos de fijación de acero inoxidable 

M8x8 (4), ya que esto dañará el adaptador M36. 
 

 Los tornillos de fijación de acero inoxidable M8x8 (4) deben encajarse a un mí-

nimo de 6 mm en cada uno de los cuatro canales roscados M8 del PTF-LP y PSF

-LP para un funcionamiento seguro. (Utilice tornillos de fijación M8 más largos al 

maxilar la alineación.) 

CONJUNTO DE PERFIL BAJO o ADAPTADOR DE PIE con APLICACIONES de HILOS M36: 

 AHORRARÁ LA ALTURA DE CONSTRUCCIÓN DE CUALQUIER RODILLA DE PIRÁMIDE 

O PIE SOBRE EL USO DE UN ADAPTADOR FEMENINO M36 ESTÁNDAR 

 CONVERTIR CUALQUIER RODILLA DE PIRÁMIDE EN UNA APLICACIÓN DE DIS         

ARTICULACIÓN DE RODILLA 

 CONVERTIR CUALQUIER PIE DE PIRÁMIDE DE BAJO PERFIL EN UNA APLICACIÓN SYMES 

http://www.bulldogtools.com/prosthetic/

